Cut Off Nipples

Multiple threaded Male thread (IPT) X Male thread (IPT) Nipple to connect sprinklers to lateral pipe lines. Nipples can be easily cut to desired length(s).

FEATURES

One 6” nipple be easily cut to provide the following options:
• One close nipple and one 4-1/2” nipple
• One close nipple, one 2” nipple and one 2-1/2” nipple
• Two close nipples and one 2-1/2” nipple

ORDER SPECIFICATION GUIDE : Model

Model
CON-0500 = 1/2” x 6” Cutt-off nipple
CON-0700 = 3/4” x 6” Cutt-off nipple
CON-5070 = 1/2” x 3/4’ 6” Cutt-off nipple

Examples
CON-0500 = Black 1/2” x 6” Cutt-off nipple

Pressure Gauges

GLYCERIN FILLED

ORDER SPECIFICATION GUIDE : Model

Model
C5-LG015 = 2 - 1/2” Glycerin filled pressure gauge 0-15 PSI
C5-LG030 = 2 - 1/2” Glycerin filled pressure gauge 0-30 PSI
C5-LG060 = 2 - 1/2” Glycerin filled pressure gauge 0-60 PSI
C5-LG100 = 2 - 1/2” Glycerin filled pressure gauge 0-100 PSI
C5-LG160 = 2 - 1/2” Glycerin filled pressure gauge 0-160 PSI

NON-GLYCERIN FILLED (DRY)

ORDER SPECIFICATION GUIDE : Model

Model
C5-DG030 = 2” Dry Pressure Gauge 0-30 PSI
C5-DG060 = 2” Dry Pressure Gauge 0-60 PSI
C5-DG100 = 2” Dry Pressure Gauge 0-100 PSI
C5-DG160 = 2” Dry Pressure Gauge 0-160 PSI